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SOLATek 72 (with Stratum Concentrator) Water Method

Variable Value Variable Value
Rinse Water Temp. 90°C Sample Preheat Time 1.00 min
Samnte Cup Temp. Sample Temp 40°C
Sample Needle Temp, Purge Time 11.00 win.
Transfer Line Temp. Purge Temp. 0°C

Soil Valve Temp.

Purge Flow

40 ml.mun

Sample Sweep Time

0.50 min,

Dry Purge Time

1.00 min

Needle Rinse Volume

Sml.

Dry Purge Temp.

00

Needle Sweep Time

050 min,

Dry Purge [Flow

200 ml/min,

Bake Rinse Volume 7nk GC Start Start of Desorb
Rake Sweep Time 0.50 min. Desorb Preheat Temp. 245-C

Bake Drain Time 0.50 min. Desorb Drain On

Nutniber of Bake Rinses | Desorb Time 2.00 min
Valve Oven Temp. 150°C Desorb Temp. 250°C
Transfer Line Temp. 150+C Desorb Flow 300 ml /i,
Sample Mount Temp, 90°C 3ake Time 2.00 min.
Purge Ready Temp 45°C Bake Temp. 260°C
Condenser Ready Teinp, 40°C Bake Flow 400 mi/min,
Condenser Purge Temp 20°C Condenser Bake Temp. 175°C
Standby Flow 0 mL/min, ['ocus Temp. -190°C
Pre-Purge Time 0.50 min, Inject Tine 1.00 min,
Pre-Purge Flow 40 . /niin, Inject Temp, 175°C
Sample Heater Off Standby Temp. 33°C

Notes

{none)






