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1 I N T RO D U C T I O N
The magnetotelluric (MT) technique is widely used for electromagnetic investigation of Earth’s interior. The electrical parameter
revealed by the MT technique, electrical resistivity (or its inverse
conductivity), provides useful geophysical constraints on the structure and dynamics of Earth independent of other geophysical methods such as seismology. In recent times, MT experiments utilizing
large numbers of sites to reveal 2-D and 3-D electrical resistivity
structures have become the norm in academia and industry, posing
challenges in data processing and interpretation.
The fundamental MT datum is the site-specific, frequencydependent tensor relationship between the measured horizontal
electric and magnetic fields
E = Z • B,

(1)

where E and B are two-vectors of the horizontal electric and magnetic field components at a specific site and frequency, Z is the
second rank 2 × 2 MT response tensor connecting them, and • denotes the inner product. The MT response tensor is usually obtained

C

through row-by-row robust or bounded influence least squares regression applied to the above equation.
The least squares solution is optimal if the theoretical conditions
underlying the method are valid. However, the least squares solution is well known to be sensitive to small amounts of unusual
data and uncorrelated noise in the electric and magnetic field variables. The development of remote reference and robust processing
methods (e.g. Gamble et al. 1979; Jones & Jödicke 1984; Jones
et al. 1989; Egbert 1997; Chave & Thomson 2004; Chave 2012)
has solved this problem in most circumstances. These involve dataadaptive robust weighting schemes that eliminate the influence of
data corresponding to large residuals in a statistically defensible
manner.
It is not unusual to find one or more sites in a large MT survey
that remain anomalous even after robust processing, usually due to
correlated noise in the electric and magnetic channels, but sometimes due to unknown causes. However, least squares principles
are the basis for MT inversion algorithms, and hence outlying sites
(or frequencies at a given site) can produce bias in the resulting
inversion models that can lead to incorrect interpretations.
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SUMMARY
A robust magnetotelluric (MT) inversion algorithm has been developed on the basis of quantilequantile (q-q) plotting with confidence band and statistical modelling of inversion residuals
for the MT response function (apparent resistivity and phase). Once outliers in the inversion
residuals are detected in the q-q plot with the confidence band and the statistical modelling
with the Akaike information criterion, they are excluded from the inversion data set and a
subsequent inversion is implemented with the culled data set. The exclusion of outliers and the
subsequent inversion is repeated until the q-q plot is substantially linear within the confidence
band, outliers predicted by the statistical modelling are unchanged from the prior inversion, and
the misfit statistic is unchanged at a target level. The robust inversion algorithm was applied to
synthetic data generated from a simple 2-D model and observational data from a 2-D transect
in southern Africa. Outliers in the synthetic data, which come from extreme values added to the
synthetic responses, produced spurious features in inversion models, but were detected by the
robust algorithm and excluded to retrieve the true model. An application of the robust inversion
algorithm to the field data demonstrates that the method is useful for data clean-up of outliers,
which could include model as well as data inconsistency (for example, inability to fit a 2-D
model to a 3-D data set), during inversion and for objectively obtaining a robust and optimal
model. The present statistical method is available irrespective of the dimensionality of target
structures (hence 2-D and 3-D structures) and of isotropy or anisotropy, and can operate as an
external process to any inversion algorithm without modifications to the inversion program.
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2 METHOD
The robust inversion algorithm is a simple implementation of an Mestimator that is guided by q-q plotting of inversion residuals and the

exclusion of data used in inversion based on the size of the residuals.
The q-q plot with the confidence band serves as a visual aid to check
the presence of outliers, and to examine the compatibility of the
distribution of the residuals with the theoretical one. The detection
and exclusion of extreme residuals from the inversion data set is
objectively implemented by statistical modelling of the inversion
residuals.
For the q-q plotting, the data component is obtained from the order
statistics of the inversion residuals. An electrical resistivity model
is first obtained using an inversion program in a standard manner.
The inversion residuals are calculated at each frequency and at
each site using the observed response y and the counterpart G(m)
predicted from the derived inversion model m through a forward
modelling operator G, and are then normalized by the observed
standard deviation s, as [y − G(m)]/s. They are finally sorted into
ascending values for each MT element.
The quantile for the q-q plotting is drawn from a theoretical (or
expected) distribution that the inversion residuals should follow.
The theoretical quantile can be calculated by the formulation for
the quantile function for N residuals,
qi = F −1 [(i − 1/2)/N ]

i = 1, . . . , N ,

(2)

where F is the appropriate cumulative distribution function (CDF).
The quantiles qi divide the area under the PDF f(x) that corresponds
to F(x) into N + 1 equal area pieces; hence, the quantiles define
equal probability increments. The normal (or Gaussian) distribution
is used for F in this study. The theoretical distributions for apparent
resistivity (or the magnitude squared response function) and phase
introduced in Chave & Lezaeta (2007) could also be used, but with
typical observational uncertainty for the MT response function of a
few per cent or less, these distributions are well approximated by a
Gaussian model.
The q-q plot is then constructed to compare the statistical distribution of the inversion residuals with the theoretical distribution
(it is usual that the quantiles are plotted in the x-axis and the order
statistics are plotted in the y-axis). If the inversion residuals are
drawn from f(x), then the q-q plot will approximate a straight line,
with the slope and intercept defining the scale and location parameters for the distribution. With real data, it is more typical to observe
a straight line at the centre (presuming that the statistical model
is correct) with a small fraction of outliers that appear as sharp
vertical excursions at the distribution extremes. Sometimes the q-q
plot is not straight at the centre due to the presence of outliers and
a systematic difference between the target distribution and the real
distribution.
When some of the data are excluded as outliers from the data
set used in the inversion, the truncated distribution must be used
to compute quantiles for further q-q plotting. The computation is
implemented in the standard manner as
F(qi ) = [F(b) − F(a)] ×

i − 1/2
+ F(a) i = 1, . . . , N ,
M

(3)

where m1 and m2 are, respectively, the number of data censored from
the bottom and top of the distribution, and M is the number of data
after excluding the censored data as outliers (i.e. M = N−m1 −m2 ;
Chave & Thomson 2004). Reasonable choices of a and b are the
m1 th and (N−m2 +1)th quantiles of the original distribution.
The confidence band on the q-q plot is useful to examine the
normality of the distribution of the inversion residuals at a specified
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Other than subjective exclusion of selected MT responses during
inversion, the oldest approach to excluding outliers is based on the
dispersion relations governing the MT response function (Weidelt
& Chave 2012). This is most easily implemented using the D+
(Parker & Whaler 1981) and ρ+ (Parker & Booker 1996) algorithms
to detect outliers. These methods are defined for a 1-D resistivity
structure, but apply equally to the 2-D TM (transverse magnetic)
mode based on theory (Weidelt & Kaikkonen 1994), and to 2-D
TE (transverse electric) mode data based on empirical evidence
(Weidelt & Chave 2012). However, Parker (2010) has cast doubt on
the latter using a simple but geologically implausible model, hence
caution is required in the event of a perverse and unlikely subsurface
geometry.
Robust algorithms can be equally applied to MT inversion. One
approach is to use an L1 rather than L2 statistical norm applied to
the fit between data and calculated responses. Although superior
to the L2 norm in its treatment of outliers, the choice of the L1
norm is not optimal because the distribution of inversion residuals
are typically described by a Gaussian probability density function
(PDF) contaminated by a fraction of outliers. In addition, the L1
norm is not efficient; the variance of the median is π /2 times the
variance of the mean for Gaussian variates. Porsani et al. (2001)
introduced a multiple re-weighted least squares method (MRLS)
that is based on a variable Lp norm approach for robust inversion of
vertical electrical sounding data, and Santos et al. (2005) applied
this algorithm to MT data. However, MRLS has the same statistical
limitations as L1 norm approaches with its implicit assumption
about the distribution of residuals. Varentsov (2002) developed a
robust inversion by introducing the robust measure of Huber into
the calculation of the misfit and a weighting matrix into the model
updates corresponding to the size of the residuals.
Robust processing in inversion has not been widely applied,
mainly because it adds an additional nested iteration to the inversion
process that typically requires substantial program modification and
increases the computation time by a factor of 10 or more. Perhaps
more importantly, some widely used inversion algorithms are proprietary, and hence are provided without source program. In this
instance, a robust approach that does not require changes to the
inversion program is preferred.
In this paper, we propose a robust MT inversion algorithm that is
based on the statistics of the residuals obtained in inversion. Anomalous data that have extreme residuals are checked by quantilequantile (hereafter q-q) plotting with confidence band at a specified
significance level, and are objectively detected and removed from
the inversion data set by statistical modelling of expected outliers.
The principle is nearly identical to the widely used M-estimator
for MT data processing. The data culling is repeated until outliers
are excluded from the data set through the statistical modelling by
confirming in the q-q plot with the confidence band, the inversion
residuals are not changed substantially, and summary statistics like
the rms misfit does not vary statistically. The method does not depend on model dimensionality or the use of a specific inversion
algorithm, hence can be generally applied to either 1-D, 2-D or 3-D
inversion, with or without anisotropy. In addition, the method operates as an external process to an inversion program and does not
require any modifications to the inversion program.

Robust magnetotelluric inversion

1367

significance level. Confidence upper and lower bands, q+ and q− ,
are calculated by


i −1
+ dc ,
q+ = ȳ + s × F −1
N
(4)


i
−1
q− = ȳ + s × F
− dc ,
i = 1, . . . , N
N

the likelihood function is approximated by

where ȳ is a sample mean, s is a sample standard deviation for
the Gaussian CDF F and dc is a critical point of the Kolmogorov–
Smirnov (K–S) statistic (Stirling 1982; Michael 1983). The critical point of√the K–S statistic is asymptotically calculated by
dc = const./ N . The constant may be changed by the significance
level tested and the knowledge of the target distribution (Stephens
1974). For 95 per cent significance level in a double sided test for the
elements of the MT response function, the 5 per cent tail probability
should be equally allocated to the upper and lower tails of all the
elements. For the elements of the 2-D MT response function, for example, the percentage point for the critical point of the K–S statistic
would be 99.375 per cent for each distribution end. The mean of the
inversion residuals is known to be zero and the standard deviation
of them is estimated from the sample population, and hence case 2
in Stephens (1974) may be proper for an application to the inversion
residual. Interpolation and extrapolation of the values listed in case
2 of Stephens (1974) by considering the above percentage point and
the number of inversion residuals tested in the following sections
(∼500 for the synthetic test and ∼5000 for the real data application) yielded the constant of 1.65 for 95 per cent significance level
of the double sided test for all four elements of the 2-D MT response
function. If some data corresponding to extreme residuals are culled
from the inversion data set, the reduced number of residuals and the
truncated distribution form are used in the calculation of the critical
point and the confidence band.
Outliers that are recognized in the q-q plot can be objectively detected by introducing a statistical model for the inversion residuals.
The statistical model used in this study is that sample populations
except outliers follow a single normal distribution while outliers
separately follow different normal distributions, and that the means
of all the normal distributions are different from each other while
their standard deviations are common (Kitagawa 1979, 1981). The
likelihood of the statistical model can be derived from the joint PDF
of the order statistics (Pynnönen 1992; David & Nagaraja 2003),
m
1
 
f (xi ; μ j , σ 2 )
L(x) = (N − m 1 − m 2 )!

This formula is a good approximation to the original one in
practical calculations, although it could produce underestimation of
the original likelihood function when outliers are clustered within
each distribution end (Kitagawa 1981; Kitagawa & Akaike 1982;
Tango 1986). The log likelihood function for the formula is then
given by

i=1

×



f (xi ; μ j , σ )
2

i=m 1 +1

f (x; μi , σ 2 ) = √

f (xi ; μ j , σ ) ,
2

i=N −m 2 +1

i = 1, . . . , N ,
with



n


j = 1, . . . , m 1 + m 2 + 1


(x − μi )2
exp −
2
σ2
2π σ
1

i = 1, . . . , N

(5)

for the normal distribution. The summation extends over all possible permutations of indices of i and j, but some of them can be
omitted by making assumptions on the statistical model; outliers
exist only on the upper and lower ends of the distribution, are separated from the mean of the sample population excluding outliers,
and are not clustered within each distribution end (Kitagawa 1981;
Kitagawa & Akaike 1982; Pynnönen 1992). Under these conditions,

m1


N −m 2

f (xi ; μ j , σ 2 )

n


f (xi ; μ j , σ 2 )

i=m 1 +1

i=1

×



f (xi ; μ j , σ 2 ).

(6)

i=N −m 2 +1

logL(x) = log(N − m 1 − m 2 )! −
−

N −m 2
i=m 1 +1

(xi − μ)2

2σ 2

N
log(2π σ 2 )
2

.

(7)

A sample mean ȳ and a sample variance s2 are used to evaluate the
function instead of μ and σ 2 .
Outliers in the sample population may be determined in a condition that the log likelihood function is maximized and the number
of the outliers is minimized. Given the condition, an information
criterion is useful to objectively determine outliers that are optimal
for the data set. The Akaike information criterion (AIC) is a simple
and versatile information criterion, and the AIC for the statistical
model of the outlier is introduced by
AIC = −2logL(x) + 2(m 1 + m 2 + 2)

(8)

(Kitagawa 1981). For candidate outliers on the upper and lower ends
of the distribution, the AIC is systematically calculated for all possible combinations of outliers up to a specified limit (for example,
10–20 per cent of the upper and lower ends of the distribution of the
ordered inversion residuals). The combination with a minimum AIC
is considered to be optimal, and data corresponding to the predicted
outliers are excluded from the inversion data set.
After the exclusion of data outliers, the subsequent inversion is
carried out in the usual manner using the culled data set. After that
inversion is completed, the inversion residuals are recalculated using
the MT response functions predicted from the inversion model and
the initial data set. By comparing the predictions calculated from
the latest inversion model with the initial data set, the excluded data
can change at any step due to updating of the inversion model. This
iteration of data culling and the subsequent inversion (i.e. robust run)
is stopped when the q-q plot does not show significant (compared to
the confidence bound) deviation over the distribution, particularly
at the distribution ends, outliers predicted by the statistical model
are not changed, and summary statistics such as the rms misfit and
the objective function are not significantly changed from the prior
inversion.
3 SYNTHETIC TEST
The robust inversion algorithm is first tested on a synthetic 2-D
model. Consequently, the data elements for analysis are apparent
resistivity and phase of the TE and TM modes. These four elements
are dealt with independently.
Fig. 1(a) shows a synthetic 2-D model consisting of a homogeneous background of 100--m resistivity with a pair of lower
(10 -m) and higher (1000 -m) resistivity square anomalies embedded within it. The two square anomalies are 10 × 10 km in

Downloaded from http://gji.oxfordjournals.org/ at MBLWHOILibrary on March 31, 2014

i, j
N −m 2

L(x) = (N − m 1 − m 2 )!
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cross-section, buried at depths of 10 to 20 km, and separated horizontally by 20 km.
Synthetic data were generated from the 2-D model of Fig. 1(a)
using the forward modelling program of Baba & Seama (2002).
The synthetic data were calculated at 11 periods from 0.32 to 100 s
spaced equally on a logarithmic scale, and at 12 sites at 10 km
intervals spanning the square-shaped anomalies, as indicated by the
inverted triangles in Fig. 1(a). The total number of data for each
MT element is 132. Three per cent Gaussian noise was added to all
of the MT response functions to simulate scatter and the standard
deviation of actual data.
To simulate contamination of the MT response function, one
datum at each site in each MT element (comprising in total 9 per cent
of the data) was more scattered with 10 per cent Cauchy-distributed
noise. The Cauchy distribution (also Student’s t distribution with
one degree of freedom) possesses algebraic rather than exponential
tails, and hence exhibits a much greater tendency to produce extreme
values (outliers) by comparison to the Gaussian distribution. During
this process, the standard deviations of the MT response functions,
which were derived from the 3 per cent Gaussian noise, were not
changed.
The non-linear conjugate gradient algorithm of Rodi & Mackie
(2001) that can handle transverse electrical anisotropy was used
to invert the synthetic data. The regularization parameter for the
degree of anisotropy (Baba et al. 2006) was set to 100 to force

isotropy on the result. This value yielded isotropic models in prior
studies (e.g. Baba et al. 2006; Matsuno et al. 2010). The starting
model for all of the inversions is a uniform 100 -m structure. The
regularization parameter for model smoothness (τ s ) to determine
an optimal model can be varied at each step of the robust run. Fig. 2
shows the rms misfit and the model roughness during the robust
runs for several τ s values (30, 10, 3, 1, 0.3, 0.1 and 0.03). Model
roughness at later runs is smaller because the culling of outliers
does not generate spurious heterogeneities that overfit the data. The
curves of rms misfit and model roughness display an L shape. Based
on the usual L-curve criterion, the inversion models with τ s = 1 are
considered to be optimal for all of the robust runs.
There are other free parameters for model smoothness in the inversion program used, α and β factors in weighting functions that
control horizontal and vertical model smoothness. These factors can
have large impacts on the resultant inversion model (e.g. Matsuno
et al. 2010), and optimal values could also change during the robust
runs. A plausible selection of the optimal factors is ones yielding a
model with the smallest misfit and the smallest model roughness.
However, this selection does not necessarily give a model compatible with other geophysical and geological constraints, and may
be beyond the ability of the robust algorithm to address. For the
contaminated synthetic data, a search for optimal α and β values
showed that differences in the misfit and the model roughness are
insignificantly small and did not show a clear trend for selecting
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Figure 1. (a) A synthetic 2-D model comprising two square regions of 10 and 1000 -m resistivity embedded within a 100 -m halfspace, (b) the model
obtained by inverting the synthetic data with 3 per cent Gaussian noise and 10 per cent additive Cauchy-distributed noise for contamination, as described in
the text, (c) the model obtained by inverting the culled data set at the second (final) robust run, (d) the model obtained by inverting the synthetic data with only
the 3 per cent Gaussian noise, (e) the difference in logarithmic resistivity between the two models in (b) and (d), and (f) the difference in logarithmic resistivity
between the two models in (c) and (d). The dashed squares in the figures indicate the location of the two square regions in the synthetic model of (a). The
inverted triangles at the top of the models denote the site locations. In all of the inversions, the regularization parameter for model smoothness τ s was 1, and
the weighting factors for model smoothness α and β were 1 and 3, respectively.

Robust magnetotelluric inversion

an optimal solution. The α and β values were, respectively, set to
1 and 3 based on the closeness of a resultant model by the robust
algorithm to the true model, and they were fixed during the robust
runs.
Fig. 1(b) is the model from inverting the synthetic data contaminated with Cauchy-distributed noise. The two anomalies corresponding to the synthetic squares are quite distorted, and some
spurious anomalies appear. Compared with the model from inverting the uncontaminated synthetic data using the same τ s, α and β
values (Fig. 1d), differences in logarithmic resistivity as large as
∼±1.0 (Fig. 1e). The total rms misfit of the contaminated inversion
model is 2.29, which is much larger than 1.00 for the Fig. 1(d) model.

The robust approach reduced the misfit to 1.31 at the first run, and to
1.06 at the second run (Fig. 2). The third run does not produce a significant difference from the second run in either the inversion result,
the q-q plot, or the AIC detection of outliers, hence the second run
is the final step for the data set. The final inversion model retrieved
features of the two conductive anomalies, and precluded spurious
anomalies seen in the inversion model with the contaminated data
(Fig. 1c), as quantitatively shown by differences in logarithmic resistivity that are almost all <±0.1 (Fig. 1f).
For the contaminated model in Fig. 1(b), the residuals on both
ends of the distribution clearly deviate from the straight line characterizing the middle of the distributions in all four response tensor
elements (Fig. 3a). In addition, some of the residuals are beyond the
95 per cent confidence bands between the middle and the ends of
the distribution (Fig. 3a), suggesting that the normality of the distribution is violated by the presence of outliers. All of the q-q plots
for the final run inversion model show no meaningful deviations at
both ends of the distribution, are nearly linear, and are within the
95 per cent confidence bands (Fig. 3b), suggesting that the vast bulk
of the outliers have been culled such that the residuals are Gaussian.
Truncated distributions were used to compute theoretical quantiles
based on the number of data culled. The search for outliers using the
AIC was done for ∼20 per cent of the original data on each distribution end for each MT element (25 for each distribution end, out of
the 132 original data), and consequently 12 data points (9 per cent
of the total data) are classified as outliers and culled at the final run
for each MT element.
The uncontaminated and contaminated synthetic data and the
predictions from the inversion models of Figs 1(b)–(d) are plotted
in Figs 4 and 5. It is obvious that data deviating from the population
are being excluded as outliers. The prediction from the zeroeth run
is different from those from the inversion model without contamination and from the final inversion model by no more than 10 per cent
for apparent resistivity and no more than 5 degrees for phase. The
prediction from the inversion model at the final run is quite similar
to that from the inversion model without contamination.

Figure 3. Quantile-quantile plots for the inversion residuals of apparent resistivity and phase for the TE and TM modes for (a) the zeroeth run inversion
model of Fig. 1(b), and (b) the second (final) run inversion model of Fig. 1(c). The ordinate is the order statistics obtained by ranking the inversion residuals
normalized by their errors (the standard deviation), while the abscissa is the theoretical quantiles derived from the normal distribution. Grey dashed lines
represent the 95 per cent confidence bands on the q-q plots. The truncated form of the normal distribution was used to derive the theoretical quantiles for the
final inversion model to account for the data excluded in each MT element. The range of the ordinate in Fig. 3(a) is different for the four MT elements, while
that in Fig. 3(b) is same for the four MT elements. The range of the abscissa is different for Figs 3(a) and (b).
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Figure 2. The rms misfit and model roughness for the inversion models
with the contaminated synthetic data at all of the robust runs with several
regularization parameters for model smoothness τ s . The τ s values examined
are 30, 10, 3, 1, 0.3, 0.1 and 0.03. The larger τ s consistently produces the
model with higher rms misfit and smaller model roughness. The filled circle
indicates the inversion model for τ s = 1 at each robust run, which was
selected as optimal by the L-curve criterion.
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Figure 5. TM mode apparent resistivity and phase for the uncontaminated and contaminated synthetic data, and the predictions from the three types of inversion
models (Fig. 1b–d). The form of the figure and the symbols are the same as for Fig. 4. The contaminated data shown by the blue filled circles were removed
from the data set at the final run.

4 A P P L I C AT I O N T O R E A L D ATA
For a real data application of the robust inversion algorithm, a subset of sites from a 2-D MT transect presented by Muller et al.
(2009) was employed. The 2-D MT transect crosses the Archaean
Kaapvaal Craton, the Proterozoic Rehoboth Terrane and the
Late Proterozoic/Early Phanerozoic Ghanzi-Chobe/Damara Belt in
southern Africa, and comprises an attempt to image lithospheric
structure in order to understand the cratonic evolution as part of the
SAMTEX (Southern African MagnetoTelluric Experiment) project
(Jones et al. 2009). Below, the data subset and the inversion analysis of Muller et al. (2009) are reviewed; see Muller et al. (2009)
for detailed descriptions of the data and their inversion, along with
interpretations of the ensuing electrical resistivity models.
The data possess an electrical strike of 25◦ E of N determined
using the multi-site and multi-frequency tensor decomposition of

Groom & Bailey (1989) presented by McNeice & Jones (2001), and
were used to derive an optimal model for the Rehoboth Terrane in
Muller et al. (2009). The subset comprises 21 sites spaced at about
20 km intervals, and the number of periods initially used from most
sites is 65–84, except one where it is 30. The shortest period was
0.003125 s (frequency of 320 Hz) and the longest period was 5814 s.
The total number of data for each MT element is 1581.
The anisotropic inversion program of Rodi & Mackie (2001) used
for the synthetic test was also used to invert the Rehoboth data. This
program is not the isotropic one used by Muller et al. (2009), but an
isotropic inversion model was forced by setting the regularization
parameter for the degree of anisotropy to be 100. Data error floors
for apparent resistivity and phase were set to 10 and 5 per cent (1.45
degrees), respectively, in the same manner as in Muller et al. (2009).
The starting model for all of the inversions was a uniform 100 -m
halfspace.
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Figure 4. TE mode apparent resistivity (upper two rows) and phase (lower two rows) for the uncontaminated synthetic data (open circles), the contaminated
synthetic data (blue filled circles), the prediction from the inversion model at the zeroeth robust run (Fig. 1b; blue curves) and the prediction from the inversion
model at the second (final) robust run (Fig. 1c; red curves), the prediction from the inversion model with uncontaminated data (Fig. 1d; green curves, they are
nearly identical to the red curves). All of the contaminated data were removed from the data set at the final run. The error bars represent one standard deviation.
The site numbers, which are numbered from the left side, are shown at the upper left corner of each figure.

Robust magnetotelluric inversion
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Optimal regularization parameters for the model smoothness of
τ s were determined by plotting total rms misfit and model roughness
for the robust runs with several τ s values. Fig. 6(a) shows L-curves at
four representative (zeroeth, first, third and fourteenth) robust runs.
The τ s values examined were 30, 10, 3, 1, 0.3, 0.1 and 0.03. As the
robust run proceeds, the model roughness is reduced and the right
end of the L-curve is shortened, yielding smoother inversion models.
Based on the L-curve criterion, inversion models with τ s = 1 are
considered to be optimal.
The factors α and β for model smoothness were, respectively, set
to 1.0 and 1.3, and were fixed during the robust runs. Their values
were selected by examination of the results of trials using different
values and through consideration of reasonable geophysical and
geological interpretations based on Muller et al. (2009).
The choice of final robust run was based on a minimum objective
function value. A straightforward criterion for finalization is constancy of the rms misfit and outliers detected at consecutive runs.
Fig. 6(b) shows the suite of the total rms misfit for all of the inversion models with τ s = 1. The rms misfit for the zeroeth inversion
model was 2.56, and it was 1.56 for the first run. The misfit did
increase slightly to 1.63 at the second run, and then decreased to
∼1.1–1.2 at later runs. The misfit at the later runs was insignificantly changed near the target value of 1.0 but with some variation.
Outliers detected in the statistical model were also insignificantly
varied (<10 data) at latter runs. Meanwhile, the objective function
monotonically decreased until the fourteenth run (Fig. 6c) and increased at the subsequent one, and accordingly the fourteenth run
was selected as the final one.
Fig. 7 shows q-q plots for the zeroeth and final inversion models.
Truncated distributions are used to obtain theoretical quantiles for
the first to the final runs. Excursions at the lower ends of the distribution for apparent resistivity and at both ends of the distribution
for phase are large in the TE and TM modes for the zeroeth inversion model (Fig. 7a). Distortions in the distribution for the zeroeth
inversion model are clearly seen as deviations of the residuals from
the 95 per cent confidence bands (Fig. 7a). These excursions were
almost removed as the robust run proceeded. However, some deviations remain even at the final robust run, especially on the lower end
of the TE apparent resistivity and the upper end of the TE phase as
shown by residuals lying outside the 95 per cent significance band
(Fig. 7b). It is possible with real data that residuals include not only

data outliers but also anomalies that result from inconsistencies of
the inversion model with the data set. The remaining deviations after the application of the robust algorithm probably show that data
include inconsistencies with the 2-D model even though the Groom–
Bailey distortion decomposition of McNeice & Jones (2001) was
applied, and the robust algorithm likely removed outliers as well as
some anomalies due to their inconsistency. A potential cause for the
remaining deviations is the existence of 3-D structures off the 2-D
profile. The effects of such structures are primarily found in the TE
mode data (e.g. Jones 1983; Wannamaker et al. 1984; Ledo et al.
2002; Ledo 2005), although for some special geometries the TM
mode data can be more affected (e.g. Park & Mackie 2000). Removing data that are inconsistent with the assumed dimensionality
of the interpretation is a standard approach dating to the 1970s and
earlier when non-1-D data were excluded prior to 1-D modelling,
and from the 1980s onwards 3-D data have been routinely excluded
from 3-D interpretation. Indeed, the whole premise of the Groom–
Bailey approach (Groom & Bailey 1989, 1991) and others like it is
to identify those data that are statistically inconsistent with a 2-D
regional Earth and to remove them prior to inversion.
Searches for outliers using the AIC were done for ∼20 per cent
of the original data on each distribution end for each MT element
(300 for each distribution end, out of the 1581 original data), and
consequently 106 apparent resistivities (6.7 per cent) and 150 phase
values (9.5 per cent) in the TE mode, and 24 apparent resistivities
(1.5 per cent) and 50 phase values (3.2 per cent) in the TM mode
were removed, showing that the number of data culled for the TE
data is ∼3.5 times larger than that for the TM mode. The number of
sites in which >10 data were excluded is five, that in which 7 data
were excluded is one, that in which 3–1 data were excluded is eight
and the remaining seven sites did not involve any data culling.
Fig. 8 shows inversion models at the four representative (zeroeth,
first, third and final) runs. The zeroeth inversion model has several
noticeable features: a shallow resistor of ≥1000 -m resistivity
with variable thickness (≤200 km in the middle and on the left, but
20 km on the right), and a conductor (≤1–10 -m) between −80
and −150 km horizontal distance below 80 km depth. After the first
run, different features emerged. The conductor seen in the zeroeth
model disappeared, and a larger conductor emerged between 0 and
≥250 km horizontal distance below 150 km depth. At the third
run, the inversion model retrieved similar features to those seen
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Figure 6. Fig. 6(a) shows rms misfit and model roughness of the inversion models for the Rehoboth Terrane data of Muller et al. (2009) at the zeroeth, first,
third and fourteenth (final) robust runs with several regularization parameters for model smoothness τ s . The τ s vales examined are 30, 10, 3, 1, 0.3, 0.1 and
0.03. The larger τ s consistently produces the model with higher rms misfit and smaller model roughness. The filled circles indicates the model for τ s = 1 at
each robust run, which was selected as optimal by the L-curve criterion. The total rms misfit and the objective function for the optimal inversion model (τ s = 1)
as a function of run number are shown in Figs 6(b) and (c), respectively.
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Figure 8. Inversion models at (a) the zeroeth, (b) the first, (c) the third and
(d) the fourteenth (final) runs for the Rehoboth data. Fig. 8(e) is a grey scale
plot of the final inversion model of Fig. 8(d), on which 1-D Niblett-Bostick
transform results (red and blue bars) for the data set at the final run are
overlaid. The red bars approximate the penetration depth of the TE mode
data at each site, and the blue bars approximate that of the TM mode data.
The sites are shown by inverted triangles at the top of each figure.

in the zeroeth model. The resistivity contrast between the adjacent
resistor and conductor becomes weaker in the middle of the model
compared to the zeroeth model because overfitting to extreme data
has been mitigated by data culling and the model smoothness is
enhanced as quantified by the model roughness (Fig. 6a). The final
inversion model is similar to the third one but with a smaller model

Figure 9. An example of the observed MT response functions (open circles
and crosses), and predictions from the zeroeth and fourteenth (final) robust
run inversion models of Fig. 8 (curves). Open circles and inverted triangles
comprise the initial data set used in the zeroeth inversion, and the inverted
triangles indicate the data removed from the data set at the final run. The
error bars indicate one standard deviation. The black and red curves are the
predictions from the zeroeth and final robust run models, respectively. The
site plotted is the seventh from the left in Fig. 8.

roughness. Penetration depths defined by the 1-D Niblett-Bostick
algorithm (Niblett & Sayn-Wittgenstein 1960; Bostick 1977) were
also evaluated from the final data set after Muller et al. (2009).
The results suggest that the final data set is sensitive to many of
the observed model features, especially the resistor in the middle
of the model.
Fig. 9 shows an exemplar (the site that is seventh from the left)
set of the observed MT response functions, without values excluded
at the final robust run, and those predicted from inversion models at
the zeroeth and final runs. The data excluded are at the high and low
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Figure 7. Quantile-quantile plots for inversion residuals of apparent resistivity and phase for the TE and TM modes for inversion models at the zeroeth robust
run (a), and at the fourteenth (final) robust run (b) for the Rehoboth data. The ordinate was obtained by ranking the inversion residuals normalized by their
errors (the standard deviation), while the theoretical quantiles were derived from the normal distribution. Grey dashed lines represent 95 per cent confidence
bands on the q-q plots. The truncated form of the normal distribution was used to derive the theoretical quantiles for the final inversion model to account for
the data excluded in each MT element. The range of the ordinate in Fig. 7(a) is different for all four MT elements, while that in Fig. 7(b) is same for all four
MT elements. The range of the abscissa is same for Figs 7(a) and (b).

Robust magnetotelluric inversion
frequency ends, and accordingly many of predictions at the zeroeth
and the final runs are different from each other around those periods.
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The robust inversion algorithm based on the q-q plotting with the
confidence band of the inversion residuals of the MT apparent resistivity and phase and the objective exclusion of inversion data based
on the AIC statistical modelling has been introduced. The robust
inversion algorithm is an extension to the coarser and more conventional use of summary statistics like the rms misfit to determine a
robust and optimal inversion model.
The synthetic testing using a simple 2-D electrical resistivity
structure show that outlier contamination can produce a spurious
result if the influence of outliers is not considered during inversion,
and that the robust algorithm is useful for excluding outliers. The application of the robust algorithm to the real data from the Rehoboth
Terrane, South Africa, demonstrates that it achieves objective estimation of a robust inversion model and more efficient data reduction
than subjective data culling. While the robust algorithm is implemented as an outer loop to an existing inversion program without
any modifications in this study, robust measures can also be directly
incorporated into inversion programs. In any case, the q-q plotting
with the confidence band and the statistical modelling using the
AIC for detection of outliers is a supportive tool to exclude outliers
in the data set, resulting in robustness of the inversion model. The
robust algorithm can be applied independent of dimensionality and
directional dependency (isotropy/anisotropy) of the target electrical
resistivity structure. As a final note, the application of the robust
algorithm to the inversion of the vertical magnetic field transfer
function and other transfer functions is straightforward.
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